High-speed 1-Needle Cylinder Bed
Lockstitch Bar Tacking Machines

et

s
et
L

bt

55
i

et

NO. 1V-19-1







4. STANDARD ADJUSTMENT

CONTENTS

(1) Height of the needle bar .................... ... . e i

(2} Adjustment of the feed cam ... 3

(3} Position of the stop-mation hook ............. ... 5

@) Stoprmotion timing ... g

{5} Adijustment of the changing pulley pressingplate ................. ... ... . ... . 7

{8} Adjustrnent of the Startingleverstopper ... ... .. o T 7

{7} Adjustment of the safety plate ............: e e e e g

{8) Position of the work clamp foot ... e 9

9) Height of the work elamp foot ... ..., .. . ... . e 11
{10} Position of the WIDBT oo e 19
1TH Adjustment of the tension refease bar ... ..., ... ... 13
{12} Position of the shuttle race SPriNG . 13
{13} Adjustment of the timing between the needle andtheshuttle ........ ... ... .. . . .. . .. . . 15

V) Timingof the needlebar .......... ... ... ... . . .. S T 15

2V Timing of the shuttle ... 15

3} Clearance between the needle and the shuttle driver ... 15

4} Clearance between the needle and the pointof theshutte ........ ... ... . .. .. . .. . . .. 15

5} Clearance beiween the needie and the shuttle rage ... ..., J I i5

{14) Lateral position of the work slampfoot ... 17
{15} Adjustment of the auxiliary knife drivingcam ... . L 17
(16} Position of the moving knife andA thecounterknife ... ... .. ... .. .. ... ... ... . ... . . 19
(17} Height of the moving knife and the Counterknife .......... ... .. ... ... . ... ... . ... 19
{18} Tilt of the counter knife blade .............................. ... U 19
{19} Adjustment of the length of thread remainingontheneedie ....................... . e 21
(20) Adjustment of the thread Wke-Upspring. ...l 21
(21) Adjustment of the belt tension .................... ... . . . 23
22) Adjustment of the bobhin winder ................. ... . ... ... e 23

B OTHERPRECAUTIONS ... 75
(1} Configuration of the shuttle race FING L 25

(2} How to remove the backiash of the shuttle driver shaft ................... ... . 25

£3) How to remave the backiash of the main shaft .. .........._.......... .. 7 95

{4) How to remove the backlash between the worm and thewormgear ......................... .. 27

{5) How to remove the backlash of the feedbracket ........ ... ... ... ... ... ... . .. .. .. ... . 27

8. DISASSEMBLING & ASSEMBLING PROCEDURES AND PRECAUTIONS ................... ... 29
{1} Disassembling the shuttle drivershaft ............. ... .. . . e 29

2) Disassembling the main shaft .................... ... ... . ew 29

W3} Disassenbling the speed reducer ................ .. ... ...t 31

(4} Disassembiing the highspeed putley (asm) ................. . ... ... .. ... .. ... 23

{5} Disassembling the changing pulley ..o 33

{6) Drisassambiing the low-speed pulley 33

{7} Assembling the pedal pressure decreasingunit ......... ... . . ... . . . 35

7 PARTSTOBE FIXED WITH LOCKTITE .......................... ... ... 41
B. PARTS TOBE FILLEDWITHGREASE ............................ ... 42
8 BXPENDABLEPARTS ... o e 44
(1) General Expendable Parts ... ... .. ... . 44

(2} Experdable Paris To Be Replaced Infrequently ........... ... ... ... ... ... ... . 44

{3) Parts Likely To Be Lost Or Damaged During Repair .............. ... ... . ... .. ... . . 44

10. PARTS FORSUBCLASSMACHINES . ...... ... .. . ... 45
(1} Parts For Changing The Number of Stitehes ................. .. . . . " 45

{2) Special Parts and Devices ............................. .. . 45

{3) Modifying The Standard Machine To Subclass Machine ... ... . .. ... ... ... . . . . . ... . . a6



PREFACE

This Engineer’s Manual is written for technical personnel who are responsible for the service and
maintenance of the machine.

The Instruction Book for the machine intended for the maintenance personnel and operators at
a garment factory contains detailed operating instructions. This manua! describes “Standard
Adjustment”, “How to Adjust”, “Effects of Adjustment”, and various other information which
is not covered by the Instruction Book.

It is advisable to use the relevant Instruction Book and Parts Book together with this Engineer’s
Manual when carrying out the maintenance of the machine.






2. CAUTION IN RUNNING THE MACHINE BY HAND

Since the safety unit works, the starting pedal will not go down if the work clamp foot is up when you try

to'run the sewing machine by hand. To start the machine by hand, follow the nrocedure shown below.

1)} Take off the belt cover, and remove spring
®.

2) Turn pulley (Z) in the arrowed direction,
and the work clamp will go down.

3) Tum driving pulley (@) in the arrowed
direction while pulling down starting
lever (4), and the sewing machine will
start.

Fig. 2




3. STANDARD ADJUSTMENT FLOW CHART

Standard Adjusirent Flow Chart
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4. STANDARD ADJUSTMENT

Standard Adjustment

{1) Height of the needie bar

The upper marker line engraved on the needle bar should be flush with the bottom end of the lower
needie bar bushing when the needie bar is at the lowest point of its stroke.

(Nota) Perform this adjustment first before making any other adjustment.

Needle bar
a

Needle bar b 'shing {lower) @3 "y

®
]
Upper marker line

-
Fig. 3 Fig. 4

{2) Adjustment of the feed cam

Adjustment should be made sc that the

feed is completed when the needle point

is 8 to 12 mm (0.315" ~ 0472") above

the throat plate surface.

(It is advisable to make this adjustment

during lateral feed). (80T31152,;rn:n 0.472")




How to Adj.usi

Effects of Adjustinent

1) Turn the changing pulley by hand until the needle bar reaches
the lowest point of its stroke. :
2} Remove the rubber plug from the face plate.

3} Loosen setscrew (1), and move the needle bar up or down to
make the adjusiment.

4) After adjustment, securely tighten setscrew ().

® Improper adjustment will cause
stitch skipping or thread breakage.

Loosen nut (1) and then cam guide pin (2). This will allow feed

cam (3) to be moved in the direction of rotation for adjustment.

@ When the feed cam is turned in direction A, the feed timing
advances.

@ When the feed cam is turned in direction B, the feed timing is
delayed. ‘

Fig. 6
{Caution)

Perform this adjustment first after the adjustment of the height of
the needie bar. Make sure to readjust stog-motion regulating cam
(&) whenever the feed cam has been adjusted.

® When it is adjusted to 8 mm
{0.315") or so, well-tensed
stitches will result.

# When it is adjusted to 12 mm

(0.472") or so, protrusion of
the first stitch needle thread
onto the material surface will
be prevented when sewing with
a synthetic thread.

For sewing extra heavy-weight
material, adjust it to 10 to 12
mm (0.394" ~0472")




Standard Adjustment

{Note)
Strictly follow the order of adiustment for (2) through (8) shown below,

{3} Position of the stop-motien hook
Perform adjustment so that a 3 mm (0.118") clearance is provided between the stop-motion hook and the
stop-motion cam when the machine runs at a low speed.

Knife driving

cam 0.7~1.2% (0.028" ~

0.047"}

_Smp-mmion Stop-motion hook
~ Stap-motion cam

regulating cam 37

Stop-mation regulating Knife driving
carm roller

cam roller

Driving plate

Thread trimmer
returning roller

Fig. 7 {0” ~0.020") Fig. 8

Fig. 9

{(4) Stop-motion timing
Perform adjustment to make the stop-motion regulating cam roller drop from the low-speed point of the
stop-motion regulating cam onto the stop motion point at the moment the top surface of the stop-motion
hook aligns with the center of the screw No. 1 on the stop-motion cam at the last stitch as shown in Fig.

12.

* Turn the main shaft while pressing the hook by finger.
Stop-motion regulating cam roiter

Screw No, 1

Stop-motion hook Stop-motion cam

Fig. 12 Stop-motion regulating cam

Fig. 13




How to Adjust

Effects of Adjustment

1) Tumn the main shaft by hand to obtain the state shown in Fig. 7.
{low-speed running)

2) Remove the spring (2) and spring 3) .

3) Loosen screw (1), and perform adjustment to aliow a 3 mm{(0.118'"),
ciearance between the stop-motion hook and the knife driving
car.

{Caution)

When tightening screw (1), be careful not to cause excessive axial
sticking. '

|
|
S |
jl/@

N
N

Fig. 10 Fig. 11

@ If the clearance is adjusted to

3 mm {0.118") or less;

A neutral state will result when
the machine runs at low speed,
causing the machine to idie and
stop. Further, the clearance of
0.7 to 1.2 mm (0.028" ~
0.047") between the knife
driving cam and the knife driving

‘cam rolier will go at the time of

low-speed machiné running with
resultant striking noises. Also the
stop-motion cam will interfere-
with the stop-motion hook at the
time of stap motion. {Fig. 8)

If the clearance is adjusted to
3mm(0.118") or more;

The pressure of spring (2) will
become too high when the machine
runs at high speed, often causing
the machine to idle and stop. It
may also lead to inadequate torque
at the start of high-speed running
with consequert reduction in
sewing speed.

Also, the thread trimmer returning
roller will interfere with the driv-
ing plate, resulting in thread
trimming failure. {ciearance : 0

to 0.5 mm (0.020")) (Fig. 9)

Loosen three setscrews (1), and make adjusiment within the slot.

(Stop-motion timing for Canton crepe and heavy-weight material)

There is a stop-motion control cam exclusively used for Canton
crepe or heavy-weight material. Adjust so that, when the last
stitch stop-motion hook meets the center of the stap-motion cam
screw No. 2, the stop-motion control cam roller moves from the
low-speed section into the stop-motion section of the stop-motion

regulating cam. Screw No. 2
—

SN g1y i o
.\/‘_\

Stop-motion regulating cam for extra heavy-weight material

Part No. Part name No. of stitches
13539606 Stop-motion regulating cam | 42 stitches
13539705 Stop-motion regulating cam | 28 stitches
13539804 Stop-motion regulating cam | 36 stitches

If later than screw No. 1;

The brake will not work, and
therefore a great stop-motion
shock will result.

Also, it may cause the machine
to stop at the first starting stitch,
If, however, the stop motion
fails to take place from time
10 time when sewing extra
heavy-weight material, the
timing may be delayed a little.

It earlier than screw No. 1;

The brake will work excessively,
causing a stop motion failure.

If the timing is extremely too
early, the stop motion will be
engaged one stitch earlier,
producing an abnormal sound.

8 -




Standard Adjustment

{5) Adjustment of the changing puliey pressing plate.

The clearance A should be equal to clearance B at the time of stop motion. (A =B=0.35 mm (0.013")}

(3%0;;; ’ Changing pulley

i

Low-speed pulley

Changing pulley
pressing plate

88

High-speed puliey

A
.35mm
{0.013")

R

(6) Adiustrﬁen‘t of the starting lever stopper

Bring the starting lever into contact with the stopper screw and make adjustment so that the starting lever,
when pulled, will stop at the moment the clearance between the stop-motion hook and the stop-motion
cam reaches 3 mm (0.118") {refer to the previous clause (3)).

“Starting lever ' - Stog-motion cam

3mm
0118 _.

Stop-motion hook

To be in contact with
stopper screw

i ' _ ) | Fig. 16

Fig. 17




How to Adjust

Effects of Adjustment

1} Place the siop-motien hock in the stop-motion position.

2) Loosen nut (1) and then screw (3) .

3) Securely tighten screw (3) .

4) Gradually tighten screw (2) until equal clearances are provided
at Aand B.(A=B=0.35mm (0.013")

® If A islarger than 0.35 mm (0.014™)

while B is smaller than 0.35;
Heat may be generated due to

“the contact between low-speed

pulley and the changing puiley,
or low-to-high speed changing
feed timing may not synchronize
with the motion of the needle
bar, often causing the machine
to idle and stop.

Also, the machine may fail to
reach the high sewing speed.

If A is smaller than 0.35 mm

(0.014") while B is large than 0.35;
An inadequate lorque may be
caused in low-speed operation, or
heat may generated dué to the
contact between the changing
puliey and the high-speed pulley.
If A+ B+ Cislarger than the
specified value;

The machine may stop at the time
when the sewing speed is changed
from low speed to high speed in
sewing extra heavy-weight material
or the like.

Push dowan the starting lever and make adjustment so that the -
starting lever comes in contzct with the stopper screw when the
clearance between the stop-motion hook and the stop-motion
cam becomes 3 ram {0.118"") (refer to (3) Position of the stop-
motion hook}, then lock it using the nut.

If the adjusted value is larger than
3 mm (0.118”), the machine will
be put into idling state and stop
at the time of starting.

If the adjusted value is smaller
than 3 mm (0.118"), there will
be no allowance in the slot of the
starting lever when the machine
runs at high speed, causing the

- lever to bind.




Standard Adjustment

{7) Adiustment of the safety plate

Adjust the safeiy plate and work clamp foot lever so that a lateral clearance of 0.2 {0 0.5 mm
(0.007" to 0.019""} is provided for A, and a longitudinal clearance of 1.5 to 2.5 mm (0.059"~
0.098"") for B. (Be sure that the lateral clearance is 0.2 to 0.5 mm {0.008" to 0.020") when the
werk clamp foot is down.)

Work clamnp foot lifting lever

Safety plate

Fig. 18 Fig. 19

{8) Position of the work clamp foot

Turn the main shaft by hand and perform adjustment to equalize the both clearances A bétween the needle

and the work clamp feet in the iongitudinal feed.
Also make equal the both clearances B between the feed plates and the work clamp feet.

./ Feed bracket

S /
o
Feed plate \— ‘ Work clamp foot @
1 L - T
J

o]

L

Fig. 20




How to Adiust

Effecis of Adjustment

Loosen setscrew (1) to make adjustment.
After adiustment, securely tighten the setscrew.

If the clearance A is extremely
small, the work clamp foot will
not go up.

If the clearance B is smafler than
the specified value, the safety
plate and the work clamp foot
lifting lever will interfere with
each other, causing a stop motion
failure.

If the clearance B is zero, the
machine can not be started.

If the clearance A is too large,
the wiper and the thread trimmer
will be actuated before stop
motion, causing the wiper to
interfere with the needle, or the
thread trimmer to-cut the needle
thread to remain on the needle
too short with consequent slip-
page of the thread from the needle
at stitching start.

1) Loosen screw (1) and make adjustment of the work clamp
foot within the slot in the feed bracket.

2) Loosen screw (2) and adjust the position of the feed plate
by the stat in the {eed plate.

If the two clearances A are not
equal, either work clamp foot
may interfere with the needle,
leading to needle breakage during
iongitudinal feed.

—-10 -




Standard Adjustment

(9} Height of the work clamp feet

Remove the top cover, and adjust the height of the work clamp feet by the screw located at the center of
the frame.
The maximum lift of the work clamp feet is 17 mm (0.669"").

—

AA

1 7%
(0.669")

Fig. 21

{10} Position of the wiper

The clearance between the wiper and the needle should be 2,5 mm (0.098") or raore at the time
when the wiper passes by the needle point.

When the wiper is in its home position, the end of the wiper should be 15 mm (0.591"") from the
center of the needle. '

{The needle is in stationary state at the time of stop motion.)

(Clearance in the direction of rotation of the stop-motion cam and the stop-motion hook)

@ @A

Q

2.5%

(0.098"}§

—= 15%: (0.691"")

e,
LSRRI} SR S

work clarnp feet
-~

Fig. 22

—11 —




How to Adjust

Effects of Adjnstment

Stop the machine with the work clamp feet up, and loosen screw
(1) to make adjusiment.

If the right and left work clamp feet are not levelled, perform
further adjustment using screw (Z) .

e Iif the work clamp feet are too
high, they will interfere with the
wiper when the wiper is-aciuated.

@ Ifscrews (2) are toolow, the
feed bracket will interfere with
the lowering shaft. (Point A)

Adjust the position of
the wiper by screw (1),
To move the wiper,
move starting lever (2)
up and down, and turn
pulley ©) by hand.

Be sure to bring the
stop-motion cam into
contact with A of the
stop-motion hook as
shown in Fig. 24 when
making this adjustment.

Stop-motion hook

Stop-maotion cam

Fig. 24

@ |If the clearance is smaller than
2.5 mm (0.098™) ;.

The wiper will interfere with the
needle point, resulting in needle
breakage or scratches on the
needle.

@ [f the clearance is much larger
than 2.5 mm{0.098'"), the needle
clamp screw will hit the wiper
when the needle bar goes down. .

—12—




Standard Adjustment

{11) Adiustment of the tension release bar

Tension release bar (3) should project 4 mm (0.157""} from the surface of supporter (2) with the work
clamp feet up when the machine stops.

{Be sure that the tension discs are closed while the machine is in operation.)

L-shaped wrench -2
@ ]

Top cover ———w-l
J

! F: Tension lever

Fig. 25

{12} Position of the shuttle race spring

The shuttle race spring should be evenly positioned laterally with respect to the needie entry point, and it
should be positioned longitudinally so that the rear edge of the needle aligns with corner A as shown below.

{Note)

Presence of any scrathes on area B may cause breakage of the bobbin thread. Grind and smooth out
scratches if any.

LITR°

Fig. 26

~13 -




How to Adjust

Effects of Adjustment

With the machine in stationary state, remove the top cover
and the face cover, and loosen screw (I} to make adjustment
with the work clamyp feet up.

& [f the projection of the tension

release bar is smaller than 4 mm
(0.157""); The tension discs will be
left released during machine
operation. If the projection is
much smaller than 4 mm (0.157"),
tension release bar (3) will come
off supporter (Z) when the work
clamp feet begins to go up and
consequently the work clamp

feet fail to go up. Also, the
tension discs will not be released.
If the projection of the tension
release bar is larger than 4 mm;
The end of tension release bar (3) .
will hit the face cover when the
work clamp feet go up, producing
a loud noise. Also, the thread

will not be released at the time

of thread trimming, and as a
result, the needle thread will be
cut extremely short.

Remove the feed bracket, feed plate and throat plate, then
perform adjustment using screw (1) .

{Mote)

The latera! position of the shuttle race spring is affected also
vy the locking position of setscrew @ .

Fig. 27

Lateral or longitudinal deviation
of the shuttle race spring will
cause the needle thread to hite
into the shuttle race.

If the shuttle race spring is
positioned excessively in the
rear, the moving knife may fail to
catch the needie thread.

— 14




Standard Adjustment

{13} Adjustment of the timing between the needle and the shuttis

1} Timing of the needle bar

The needle bar goes up from the lowest point of its stroke unti! the lower marker line engraved on the
needle bar is flush with the bottom end of the needle bar bushing (lower). (Fig. 28)
2) Timing of the shuttle

When the state is s described in the above 1), the center of the needle coincides with the point of the
shuttle at A. (Fig. 29)

3} Clearance between the needie and the shuttle driver

When the state is as described in the above 2), there should be no clearance between the needle and the
shuttle driver. (Fig. 30)

4} Clearance betwaeen the needie and the point of the shuttle

When the state is as described in 2), the clearance B between the needle and the point of the shutile
should be 0.05 to 0.1 mm (0.001" ~ 0.004"). (Fig. 31)
5) Clearance between the needle ard the shuttle race

The clearance between the side face of the needle and the shuttle race should be 7.5 mm (0.295"). (Fig. 32)

1) Timing of the needie bar 2) Timing of the shuttle

Shuttle
Meedle har

# Needle bar bushing liower}

Z

A "

Fig. 29
q :
Fig. 28 ? 7 A Lower marker iine
= 0.3~05%
(001" ~06.019")
"3} Clearance between the needle and 4} Clearance between the needie and
the shuttle driver the point of the shuttle
Shuttle driver
= L,

Fig. 30

. \ \ \ 0056~0.1T
5} Clearance hetween the needle f o ® @ (0.001" ~0.003")

and the shuttle race

Fig. 31
75 % (0.295" '

Shuttle race

Fig. 32




How to Adiust

Effects of Adjustinent

1} Referring to 8tandard Adjustment (1) Height of the needle bar,
make the Jower marker line engraved on the needie bar flush
with the bottom end of the bushing.

2) and 3) Loosen setscrew (1) of the shuttle driver, and adjust
the rotational and longitudinal directions of the shuttle driver.

iCaution)

Ensure to turn the shuttle in the arrowed direction s shown in
Fig. 29 when adjusting the timing of the shuttle.

4) Loosen setscrew (2) of the shuttle race, and turn eccentric
shaft to make adjustment.

5} Loosen setscrew (2) to perform adjustment.

Enough care should be exercised when performing the
adjustment described in 4}, namely the adjustment of the
clearance between the needle and the point of the shuttle.

{Note) :

The clearance in the rotational direction between the shuttie
and the shuttle driver should be 0.3 rom to 0.5 mm {0.011"~
0.019"} as shown in Fig. 29,

Strike points D for adjustment,

After adjustment, check that point € is evenly spaced
vertically with respect 1o the shutile.

1) and 2) Stightly reduce the height
of the needle bar {upper marker
line) for floppy material, and on
the contrary, slightly increase the
height for heavy-weight material
to adjust the timing of the
shutile.

(For prevention of stitch skipping)

3) If the clearance is more than G
mim, the needle will be bent in
the direction of the shuttle point,
causing scratches on the shuttle
point and the needle. On the
contrary, hewever, excessive
contact between the needle and
the shuttle driver may cause
stitch skipping.

4) If the clearance is greater than
0.05 to 0.1 mm {0.001 ~ 0.003"),
stitch skipping will occur. If it is
smaller than the specified values,
the needle strikes the shuitle point
and scratches occur, leading to
thread breakage or fine splits of
thread,

5} If the clearance is smaller than
7.5 mm (0.295") the needle
thread will not be fully spread,
often causing the needle thread
to bite into the shuttle.

8 ]f the clearance between the
shuttle drive and the shuttle is
greater than 0.3 to 0.5 mm
{0.011" ~ 0.019"), the shuttle
noise will be louder. On the
contrary, if the clearance is not
enough, poorly tensed stitches
will result when sewing with a
thick thread.

~16 —




Standard Adjustment

(14} Lateral position of the work clamp foot

The center of the work clamp foot shouid lie at the 26th stitch for 42-stitch large size bartacking, and at
the 18th stitch for 28stitch large size bartacking.

26th stitch

(for 42-stitch large size
bartacking)

" 18th stitch

(for 28-stitch large size
bartacking)

) ji A

Fig. 34

{15) Adjustment of the auxiliary knife driving cam

The clearance between the end of the auxiliary knife driving cam and roller (3) should be 0.3 t0 0.5 mm
(0.011”~ 0.019"") when roller (2) fits in the recess of the knife driving cam.

Knife driving cam

Changing pulley

Auxiliary knife driving cam

Roiter @

"~ Roller (3}

- 0:3~0.5 % (00117~ 0.019)

|-

T D

Fig. 36

17 -




How to Adjust

Effects of Adjustment

Loosen lock nut (I of the feed cam roller shaft, and move the roller

shaft in the arrowed directions for adjustment.

To correct slight deviation, loosen the lateral feed adjusting nut and
push the work clamp foot to the right or left to perform adjustment.

#® Improperly positioned center of

the work clamp foot would cause
the needle to hit the work clamp
foot, leading to breakage of the
needle.

1) Push down the starting lever, ind manually turn the driving

pulley to lower the work clamp foot.

2} Further push down the starting lever, and tura the changing
puiley in the arrowed direction until roller (2) fits in the recess

of the knife driving cam.

3} Looser: the setscrews, and make adjustment so that a clearance
of 0.3 to 0.5 mm (0.011'~ 0.019"") is provided between the
end of the auxiliary knife driving cam and roller (3) when

roller (2) fits in the recess of the knife driving cam.

¢ If the clearance is extremely

large, the thread trimming timing
will be delayed, resulting in
thread trimming failure.

If no clearance is allowed between
the end of the auxiliary knife
driving cam and rotler (3) , thread
trimming action will be inter-
rupted at the time of thread
spreading with resultant thread
trimming failure.

18 —




Standard Adjustment

{16} Position of the moving knife and the counter knife

Position of the counter knife :  The clearance between the counter knife and the needle hole guide
should be 0.5 mm (0.019"7). _

Position of the moving knife :  The needle hole in the needie hole guide should meet the hole in the
moving knife at the time of stop motion (before the work clamp foot

goes up).

Counter knife

05 % .
{0.019")
Needle hole

guide

Moving knife

Fig. 37

{17} Height of the moving knife and the counter knife

Movihg knife :  Engagement of the needle hole guide with the rﬁoving knife blade ..... 0.15 mm{0.005")
Counter knife :  Difference between the needle hole guide and the counter knife blade in height .....
0.1 to 0.15 mm (0.003""~0.005"")

Counter knife Moving knife

0.0 ~0.15 % éﬁfm bo s

(©.003"~0.005 | 2, b 00057
7 T
@& Needle hole Throat plate
guide

Fig. 38

{18) Tilt of the counter knife blade

The counter knife blade surface should be tilted by 0.2 mm to evenly cut the two threads (needle thread
and bobbin thread).

Counter knife

0.5
{0.019")

— 19 -




How to Adjust

Effects of Adjustment

1} Positioning the counter knife

Loosen setscrew @ . and adjust the position of the counter
knife.

2) Positioning the moving knife _
Loosen setscrew (2), and adjust the position of the moving
knife.

{Note) :
The normal operation of the knives is such that the moving
knife passes by the inside of the needle hote guide as shown

by A.

If the clearance is smaller than-
0.5 mm (0.019"), the thread will
be trimmed by the blade point
of the counter knife when the
moving knife pulls the threads
and therefore the needle and
bobbin threads will be trimmed
too short,

- if the clearance is greater than

0.5 mm (0.019"), the thread
remaining on the fabric after
thread tsimming will be longer.

If the moving knife is defiected

to the counter knife, the thread
trimmer will be actuated at the
time of stop motion, or the thread
spreader will fail to work properly,
resuiting in thread trimming
failure,

If the moving knife is spaced too
much from the counter knife, the
thread trimming mechanism will
stick, causing thread trirnming
failure, or the needle will strike
the moving knife, leading to
needle breakage.

1) Adjusting the height of the moving knife
Adjust the height of the moving knife according to the thickness
of washer (3) of Fig. 37. If proper adjustment of the moving
knife cannot be obtained, select and use one of the following
parts.

Part No. Description Thickness
B242328000A Moving knife washer 04 m/m
B2423280008B Moving knife washer 0.5 m/m
B242328000C Moving knife washer 0.6 m/m
B242328600D Moving knife washer 0.7 m/m

2) Adjusting the height of the counter knife

Wrench portion using a screwdriver or the like to make
adjustment. :

Insufficient difference in levai
(specified value: 0.25 to 0.3 mm)
{0.009"~ 0.011"") between the
moving knife and the counter knife
will lead to thread trimming failure.
Excessive difference in level
(specified value: 0.1 to 0.15 mm)
(0.003"~ 0.005"") between the
needle hole guide and the counter
knife will cause the blade point of
the counter knife to trim the
threads when the moving knife
pulls the threads, and as a result,
the needle and bobbin threads

will be trimmed too short.

Shave side ©) if the thread on side is not tnmmed or shave
side if the thread on side (€ is not trimmed.
{Caution)

Make sure to form either side into an angle smaller than 80
dagree when shaving sides or .

Acute angle

If the tilt is smaller than 0.2 mm
(0.007°"), the thread on side
will not be trimmed.

If the tilt is Jarger than 0.2 mm

{0.067") the thread on side (B
will not be trimmed,
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Standard Adjustment

{19} Adjustment of the length of the remaining needie thread

The length of the thread remaining on the needle after thread trimming should be 35 to 40 mm (1 378"

= 1.575") from the needle eye. .
In case of a synthetic thread, the remaining needle thread should be longer than that of cotton thread.

_
S, 1eNsion controter No. 1

{20} Adjustment of the thread take-up spring
Stroke :  Should be adjusted so that the thread take-up spring moves approx. 8 mm (0.315") from
the horizontal of the L-shaped thread guide.

Tension :  Make adjuétmen‘t while checking the stitch performance.
(The proper tension is such that the thread take-up spring moves for the full stroke in actual

sewing operation.)




How to Adjust Effects of Adjustment

Perform adjustment by the tension controlier No. 1. & Insufficient length of the remain-
& As the tension controller No. 1 is turned in direction A, the ing thread will cause the thread
length of the remaining needle thread will be reduced. to slip off the needle at sewing
& As the tension controller No. 1 is turned in direction B, the start.
length will be increased. ® If the remaining thread is too
{Caution) . long, the needle thread will
Take care not to make the thread release timing too late for protrude onto the material, or
thread trimming, otherwise the needle thread will be trimmed clumsy wrong side of material
oo short, will result,

Refer to Standard Adjustment {11},

1) Adjusting the stroke. @ 1If the stroke is greater than 8 mm
Loosening setscrew (1), insert a screwdriver into tension (0.315"), the thread remaining on
controller No. 2 (2) to turn it for adjustment. the needle will be too shori, and

2) Adjusting the tension the thread will slip off the needle
First securely tighten the setscrew, then insert a screwdriver at sewing start.

into tension controller No. 2 (ZJ to turn it for adjustment.
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Standard Adjustment

(2%1) Adjustment of the belt tension

Both the high-speed belt and low-speed belt should slack about 10 mm (0.394"") when the middie
of the belts (the point shown by arrow) is pushed by a finger under an approx. 1 kg pressure.

- Driving pulley

tdter pudler  f Jf

Motor pulley

Fig. 43

{22} Adjustment of the bobbin winder

The clearance between the bobbin winding wheel and the V belt should be about 3 am {(0.1i8"") when
the wheel is not winding a bobbin.

ré'* : /Bra ke

=

Fig. 44

3% (0.118")

Winding belt support

H
Bobbin presser boss -
e
N
L4
A
& e
Fig. 45 Fig. 46 N
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How to Adjust

Effects of Adjustment

1} Adjusting the high-speed belt tension
Adjust the tension of the high-speed belt first.
Loosen fixing screw (1) and nut (2}, and move up or down
the motor mounting base to make adjustment. When proper
belt tension has been abtained, tighten the screw and nut.
2} Adjusting the low-speed belt tension
Loosen screws (3) in the holes {three) of the driving puiley,
and move the idler pulley to the right and left to make adjustment.
When proper belt tension has been obtained, tighten the three
sCrews., '

@ Excessive tension of the high-
speed belt will prevent smooth
run of the high-speed pulley with

© consequent reduction in high-

speed operation,

® Inadequate tension will increase
idling vibration, and prevent the
machine from reaching high speed,
causing the machine to idle and
stop.

1} Adjust the position of the V beit by moving the motor or the
motor puliey, _

2} Perform adjustment by screw so that the winding belt support
comes in light contact with the edge of the belt while a bobbin is
being wound.

™ Yo be in light contact

3) If a bobbin is wqund‘_u_névenly, loosen screw (1) and bend the -
bobbin winder to the right or left.

4} To adjust the amount of thread to be wound round a bobbin,
loosen nut (2) and move back or forth the bobbin presser boss
to make adjustment.

1l Bend to the right. |

@ - If the clearance allowed is smaller .
than 3 mm (0.118"), the belt will
touch the winding wheel and
wear out.

® If the belt support fails to come
in light contact with the beit, the
winding speed will be low.
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. OTHER PRECAUTIONS

Precautions

{1} Configuration of the shuttle race ring

if the shuttle point has been found worn out
severely, remove the shuttle race ring and check
whether the hatched portion on the rear side
measures 0.2 mm (0.007"") x 8 mm (0.315").

{2} How to remove the backlash of the shuttle driver shaft

Shuttle driver shaft

Gear connection d//’- /
L7

JE\— SH—- 5

e 2D

Fig. 48

(3) How to remove the backlash of the main shaft

Screwdriver I

—~®

Ior
—ir

@ Thrust collar

Fig. 49
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Procedures

Remarks

® If ihe haiched portion does not measure 0.2 mm (0.007") x

8 mm (0.315"), correct it using an oil stone,

® Removing the axial backlash

Loosen two setscrews (1) of the thrust cotlar, and tighten them
while pushing the shuttle driver shaft in the direction of arrow.

® Removing the rotational backlash

Repiace the gear connection by an appropriate one selected

among the followings.

© 13308353 Shuttle driver shaft gear connection (Y)

(0.2 smaller in dia.)

© 13509054 Shuttle driver shaft gear connection {2)

(0.1 smaller in dia.)

o 13509153 Shuttle driver shaft gear connection (A)

(Standard)

(0.1 larger in dia.)

~

(0.2 larger in dia.)

> 13509252 Shuttle driver shaft gear connection (B)

> 13509351 Shuttle driver shaft gear connection (€)

® Tighten thrust setscrews (1) and (2) while twisting the crank
in: the direction of arrow using a screwdriver or the like.
Setscrew (1) is the first setscrew. Tighten it so that it fits to

ihe flat part of the main shaft.

@ ‘The proper play is 0.01 to 0.04 mm. (0.0003"~ 0.0015"").

{Note}

Riake sure to check the timing of the feed cam and the stop-

motion cam after removing the backiash.

® An axial backlash on the main
shaft would adversely affect the
speed reducer and the feed timing.
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Precautions

{4) How to remove the backiash between the worm and worm gear.

Worm gaar

Cam shaft \\

\ d /' &y /Crank rod
8 ] -
et =

Worm

Fig. 50

(5} How to remove the backlash of the feed bracket

Backlash of the feed cam roller (Fig. 74) or féed slide biock (Figs. 73 and 74) would lead to lateral or
lengitudinal backlash of the feed bracket.
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Procedure

Remarks

1) Remove the top cover.

2) Loosen four screws (1)

3) Holding the cam shaft, turn the worm in the direction of arrow
with care taken not to disturb the timing between the main
shaft and the cam shaft. This will make the worm advance
toward the rear bushing of the main shaft, removing the
backlash, '

4) After removing the backlash, securely tighten four screws (1) .

{(Note)
If the timing between the main shaft and the cam shaft has

been disturbed, readjust the stop motion timing and the feed
cam,

@

B

An excessive backlash would
adversely affect the feed timing.
If no backlash is allowed, the
worm will get hot, and the main
shaft torque will increase, causing

stop motion failure or idling stop.

1} Replace the feed cam roller by one of the followings.

B250228000A | Feed cam roller $9.5 13.8(1)5
B2502280008 Feed cam roller 9.5 "’0.805
B250228000C Feed cam roller $9.5 0 805

2) Replace the feed slide block by one of the followings.

i 0
13516604 Feed slide block 12 4000
13516703 Feed slide block 12 +0-309
13516802 Feed stide block 12 Ig:gag
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6. DISASSEMBLING & ASSEMBLING PROCEDURES AND PRECAUTIONS

Disassembling & Assembling Procedures

| {1} Disassembling the shuttie driver shaft

13} Remove the pedal pressure
decreasing unit.

2} Loosen setscrew (L) , and
remove the shuttle driver.

3} Loosen the two setscrews of
the thrust collar.

4} Loosen and remove the set-
screw of the stop-motion
regulating arm B, and take
out the stop-motion regulat- .
ing arm B down from the
shaft. {See Fig. 72) Fig. 51

5) Draw out the shuttle driver
shaft to the rear.

* Assemble them by reversing the above disassembling procedure.

{2) Disassembling the main shaft

1} Remove the speed reducer.

2} Remove the needle.

3} Remove the stop-motion lever.

4} Loosen two selscrews @of
the counterweight and four
setscrews (2} of the worm.

5) Loosen two setscrews (3) of
the crank rod, and remove
the crank rod cover,

6) Loosen and remove two set-
screws (4) of the thrust
collar.

7y Loosen and remaove setscrew
5% of the main shaft rear
bushing.

8) Remove the thread take-up spring ( 3 in Fig. 11}, and position the knife driving cam arm so that it
does not interfere with the rear end of the bushing.

9) Apply as brass bar to point A, tap it to draw out the main shaft together with rear bushing (7).

* Assemble them by reversing the above disassembling procedure.
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Precautions in disassembly

Precautions in Assembly

® When drawing out the shuttle driver shaft, never remove the
dowel pin from the shuttle driver shaft gear, or else the shuttle
driver shaft needle bearing will be damaged. :

Dowel pin

% When reassembling the same
gears, put the mating faces of
the gears to their original
position to prevent loud gear
noise.

@ Be sure to use a soft metal such as a brass bar when tapping
point A.
At this time, remember to tap it gradually.

@ To assemble the main shaft, place
a covering piece on the end of
knife driving cam (&), and tap
it gradually using a brass bar or
the like to drive in the rear
bushing of the main shaft.

® Securely fit the end of setscrew
(3} into the long groove of the
rear bushing of the main shaft,
and fitit.
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Disassembling & Assembling Proceduses

{3} Disassembling the speed reducer

1} Remaove the presser plate of the changing pulley. (Fig. 15)

. 2) Loosen setscrews @ to remove ball bracket

- 3) Loosen setscrews @ to remove washers (4) and mounting disc @
4) Remove low-speed pulley (6, adjusting shim (@ and pulley spacer (®).
5} Loosen setscrew A and then setscrew B {0 (tapered screw) to remove low-speed pulley shaft {1 .
6) Remove changing pulley {2 and low-speed pulley spring {3
7} Loosen setscrew , then loosen and remove setscrew (large}) 43 (tapered screw) to remove high-

speed pulley (6 .

*  Assemble the unit by reversing the above disassembling procedure.

Fig. 53
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Precautions in Disassembly:

Precavtions in Assembly

8 Note that setscrew B {0 is 2 tapered screws.
Low-speed pulley shaft {1 can be removed only by
foosering the screw, however, it is advisable to remove
the screw for easier assembly.

1} Attach so that tapered
screw {3 enters tapered hole
@ .

2) Apply grease to the low-speed
puliey springs before attaching
them to

3) Attach §D so that tapered
screw (O enters tapered hole
(B in the main shaft. At this
time, be careful not to cause
springs (3 to interfere with
the flatheaded screws of the
changing pulley, and also not to
twist the puiley springs.

{Caution) '

Take care not to overtighten @
otherwise it would be difficuit 1o
remove it later. {35 kg-cm}

Spring

Screw

4) The clearances between low-speed
pulley (&), changing puliey {2 ,
and high-speed pulley {6 should
be about 0.35 mm (0.014") each.
Check that a contraction of about
0.9 mm ¢0.035"") is obtained when
the part shown by an arrow in the
figure below is pushed forcibly
{0.2mm (0.007")> 0 mm}. Perform
this adjustment by increasing or
decreasing the number of adjusting
shims (9 (0.1 mm (0.003") in
thickness}.

*  As the nuraber of the adjusting
shims is increased, the clearances
will grow larger.

0.2 % (0.007)

0.8mm
g

- 0.0357)
S Push here
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Disassembling & Assembling Procedures

(4) Disassembling the bigh-speed pulley {asm)

1) By removing bearing snap ring (1) first, then pulley spacer (2) and adjusting shim , high-speed
pulley (7) can be removed together with ball bearing snap ring (4), washer (3) and ball bearing .
(Ball bearing has been force-fitted.)

2) Remove preload spring and pulley spacer (9) .

3) Loosen three screws (1 and {2 of the high-speed
cluth, and high-speed clutch §Q' can be removed
from stopanotion cam

4) Stop-motion cam pawl {4 and safety stopper
spring can be removed by drawing out
stop-motion cam pin @

(Stop-motion cam pin {& is force-fitted.)

* Assemble the high-speed pulley (asm) by

reversing the above disassembling procedure,

(5} Disassembling the changing puiley

1) Loosen and remove setscrew (1) of the changing
pulley.

2) Changing pulley shaft (3) comes off changing
pulley Q.

Fig. 55

{6) Disassembling the low-speed pulley

1) Remove ball bearing snap ring (1) and then washer

2) Low-speed pulley and ball bearing 3) are
force-fitted.
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Precautions in Disassembiy Precautions in Assembly

® When taking ball bearing ® out from high-speed pulley (7), 1) Apply grease to stop-motion cam
remove snap ring @) and washer (5), then push the inner pin 16 before force-fitting it.
ring in the direction of arrow. 2) Apply a thin coat of grease to
surface (&) of the stop-motion
cam,

3) Adjust the clearance between
high-speed clutch €0 and high-
speed pulley (7) by increasing or
decreasing the number of adjusting
shim (3} (0.1 mm (0.003") in
thickness}.

W * As the number of the adjusting

shims is increased, the clearance
will grow smailer.

4) To install ball bearing (6, apply

" Adjusting shim a thin coat of grease to the inner

- ring, and push the outer ring to
force-fit it into the pullev, At this

. time, take care not to produce
J; [m—) _ scratches on the end surface of
E the high-speed pulley.
£ . 5) Of the three setscrews for the high-
L/_\_\_ speed clutch, one setscrew (D) is

0.2 ,:,t+0. 05 —=ir— . . shorter than the rest. Use this
©.007" £0.6627) shorter screw for stop-motion
cam :
@ Carefully remove setscrews since they are fixed by @ Apply lock tite to three setscrews

fock tite.

® When force-fitting the ball bearing,
take care not to produce any
scratches on the end surface of
the low-speed pulley.
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Disassembling & Assembling Procedures

{7) Assembiing the pedal pressure decreasing unit

1) Attach reverse rotation preventing latch (2) and spring @) 1o mounting base © by hinge screw @,
fix them by nut (5).

2) Drive lowering shaft collar B {9 into input shafi {3 .

3) Fit clutch spring (7) onto pressure decreasing clutch latch so that the end of the spring comes in
contact with the pin of the cluich latch.

4) Attaching screw to thrust collar (9) for sleeve, set them onto inner sleeve 40 . Then install them
so that the groove of the inner sleeve fits to the pin of the pressure decreasing clutch latch.

5) Apply Esso Temprex N3 to outer sleeve (D , and attach it so that the stopper pin of the outer sleeve
comes in contact with the end of clutch spring 7).

6) Apply Esso Temprex N3 to input shaft {3 , then attach needle bearings {6 and {8 , and collar & {3
to the input shaft.

7) Attach input shaft {5 to ball bearing {4 , and fix it by snap ring (3 .

8) Attach outer sleeve guide ring {2 to outersleeve {1 , then install the assembly including (3
through (9 and the assembly comprising 6) through (2 .

®
@

)
& g
5

4
Y
&
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Precuations in Assembly Precautions in Disassembly

1) Pay attention to the attaching direction when attaching the
reverse rotation preventing latch, spring, and hinge screw.
Use lock tite to fix nut (5.

2) When driving collar B {9 into input shaft €3 , make their
end surfaces flush with each other.

Flush
m
- - /
%

3) The cluteh spring should be screwed onto the pressure @ To remove the clutch spring,
decreasing clutch latch so that the end of the spring comes _ draw it out while wrenching
in contact with the stopper pin. However, be careful not to point using a small screw-
screw the spring onto the latch excessively, otherwise the driver or the like. Do not
spring will be deformed. forcibly puil out the spring, or
Apply Esso Temprex N3 to the circumference of the screw. the spring would be deformed.

Pay attention to the orientation of the spring.

4) Groove of the inngr sleeve
N\
@
Pin
End of the spring
5)

Bring the pin inte contact with the end of the spring, and turn
the outer sleeve in the direction of arrow to attach it to the
inner sleeve.
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Disassembling & Assembling Procedures

9)
10)
11)

13)
14)

15)

Install input shaft (Z) assembly to pressure decreasing unit frame. (from the direction of arrow A)
Attach idler mounting plate (3) to pressure decreasing unit frame (1) by setscrew @).

inserting pressure decreasing shaft (5) from direction B (shown by arrow), drive in dowel pin ,
alipning the tapered hole of the shaft

with the tapered hole of the pressure

decreasing clutch latch (Fig. 57, &)).

Tighten setscrew

N
=TT D+

H
A
® / /
® @
Fig. 58 @{f

Attach spring suspension (2) to work clamp foot lifting lever link (D .

Attach upper and lower work clamp foot lifting levers to work clamp foot lifting lever link ()
by hinge screw

Using setscrew A and setscrew B (5) , attach iever latch A (6) and lever latch B (2) to work
clamp foot lifting levers , respectively.

Fig. 59
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Precuations in Assembly _

Precuations in Disassembly

6) When installing the input shaft to the pressure, decreasing unit
frame, take care not to pinch reverse rotation preventing latch

®.

7) The dowe! pin is tapered, and therefore do not drive it in
reversely,

8) Use lock iite to fix setscrews A @) and B (5.
9} Apply grease to the parts of hinge screw 3 and spring
suspension (2) onto which the spring is hooked.

When taking out the dowel pin,

be careful not to hit it reversely,
or else the head would be crashed
and the dowel pin would not come
out.

To draw out pressure decreasing
shaft (5), draw out the dowel
pinL, loosen setscrew (7), and
tap the shaft from direction A.
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Disassembling & Assembling Procedures

16) Using eccentric shafl (3) , attach work clamp foot lifting lever (asm) (2 , to pressure decreasing unit
frame (1) . _

17) Fix eccentric pin (3) by setscrew @) . ,

18) Inserting stopper screw {5) into pressure decreasing unit frame (), fix it using nut .

19) Attach tension spring (7) to the work clamp foot lifting lever.

20) Tighten sleeve thrust collar screw { (8) of Fig. 57)

Fig. 60

21) Attach spring hook @ to auxiliary cam @ .
22) Screw stopper screw (12 inte pedal pressure decreasing unit (1.

23} Attach auxiliary cam to pedal pressure decreasing unit (1), using hinge screw @ , then attach
tension spring to it.
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Precuations in Assembly

Precuations in Disassembly

10} Grease eccentric pin (3) .

11} Make adjustment by eccentric pin (3) so that the end of
reverse rotation preventing latch (@) comes in contact
with the pressure decreasing clutch latch ((€) of Fig. 57)
by O to 1/2 when latch A of work clamp foot lifting
lever (8) touches the stopper of outer sleeve ( (D of
Fig, 57}

Reverse rotation Pressure decreasing

Quter sleeve preventing Iatch lutch latch
| (A
‘?

In contact by
Dto1/2 -

12) When the cluteh spring (7) of Fig. 57) has been replaced
and the adjustment has been considerably disturbed,
replace the clutch spring or cut the spring end on the
pressure decreasing clutch latch ((9) of Fig. 57).

The reverse rotation preventing latch shouid come in
contact with the pressure decreasing clutch by 0to 1/2
at the peint shown below.,

Z@i@ o @

Outer sleeve

13) The clearance between outer sleeve ( {1 or Fig. 57)
and latch A of work clamp foot lifting lever shouid
be 0.5 o (0.019").
Adjust the clearance by stopper screw (5).

Stopper screw

14) Fix the screw of the pressure decreasing sleeve collar in a
position where it does not touch points A when the outer
sleeve is turned with latch A of work clamp foot lifting
lever in contact with.the circumference of the outer
sieeve.
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7. PARTS TO BE FiXED WITH LOCKTIGHT

Since a great number of starts and stops are expected in operating this machine, the screws that are likely 1o
loosen have been fixed with lock tite.

Accordingly, whenever these parts have been disassembled, clean them with thinner and dry well belore
applying lock tite to them for reassembly.

If it is difficult to remove a screw fixed with lock tite, heat it with a torch lamp or the like.

The paris using lock tite that are usually disassembled are as shown below.

(1) Stop-motion lever shaft (2) Stop-motian lever (3) Changing pulley (4} Throat plate

= End of the lever shaft + End of stop link rod » Setscrews * Knife driving lever stud

I
\T f W ; \‘rtﬂ\" Setscrews of changing pulley /a .
// it \ L 4 j / [
< l.‘ ff h + o 2, ¢
-4;’ P i A

|
| jﬁ
g . [ ~ul
- — oyl
- .
~ Screw on the stop- @(

motion lever stug

".Lk
‘zl .(__ t"::} \\ﬁ‘
ﬁgL ul 1 ;;;L_) Stop-mation spring Knife driving lever stud
g T; & adjusting nut (large} .
S . . Fig. 63 -
Stop-motion spring Fig. 64
Fig 61 adjusting nut {smail)
Fig. 62
(5) Work clamp foot lifting lever {6) Shuttle driver shaft gear

{7) Thread trimmer connecting rod hinge screw
nuts and thread trimmer actuating shaft assembly

il @
Work clamp foot lifting ij]/l r@ :
lever latch {A) BE j 5

/ < .\

» Work clamp foot lifting lever latch * Gear dowel pin

Setscrew@
i Dowel pin
S
@ |
! p
T Fig. 66
N
[/CS,? | //” 5@/ ’ Hinge ruts (3}
/ @? Work clamp foot lifting
W 7 Setscrew. tever latch {B}
Setscrew@
Fig. 65 D
Thread trimmer
. actuating shaft
{Caution) assembiy

Lack tite is used for many hinge screws. Be very careful not to allow lock tite to stick to their shafts, or
¢lse the functions of the parts may be damaged.
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8. PARTS TO BE FILLED WITH GREASE

(1) Refili grease once every other year or when the parts filled with grease have been disassembled.
(2) Grease to be used

Lithium-based grease
Maker Description * Use Esso Temprex N3 for the pedal
. 5 pressure decreasing unit components,
Esso Lithen 2, Beacon 2, (supplizd with the machine)
Shell Clvania

(3} Parts to be filled with grease
If a grease pump is not available, use a plastic oiler or an injector with its needle removead.

1) Main shaft components 2) Pedal pressure decreasing unit compoments

Hinge screw

Bushing {rear)

P
By
[+

Fd
\\\\__, - A decreasing-shaft
: (Temprex N3)

3) Speed reducer

4) Feed bracket componenis

S
% inside of the

main shaft

. Sliding part of the changing pulley
Feed bracket
groove

Fig. 69

Sliding part

Fig. 70




t

5} Stop-motion lever components 6) Lowering lever and stop-motion connecting
lever components

Stop-motion hook . .
5 /7Y ipside BF grease bax o - Spring hook @
. -

- Hinge sorew of
lowering lever

Stop-motion jever:

leaf spring Hinge screws of Lewering roller
stop-mation
cannecting
. tever

Inside of stop-motion
lever shaft

Inside of the regulating arm shaft

Fig. 72

. Lateral feed slide block /

Groove in lateral feW'
reguiator | \

‘ &.Longizudinau feed stide block

T Groove in longitudinal

j< ~./ feed driving arm o
:/ Longitudinal feed
3 ) / driving arm stud

= Fead cam rolter

-, Y Loteral feed regulatar stud

V % ! i U"P ' _ Fig. 74

.. .. Lateral feed driving arm shaft
- -

S .

Fig. 73

8} Knife driving cam components

~ Knife driving cam rotler

Auxiliary knife driving roller

- Lawering link lever pin

Fig.75 =
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9. EXPENDABLE PARTS

{1} General expendable parts

Part No. Descﬁption Caution in installation
Needle

B1818280000 Shuttle Check that the clearance of 0.3(0.011""} to 0.5 mm {0.019""} is provided

between the shuttle and the shuttle driver. If not, correct it in .
_ accordance with the pertinent “Standard Adjustment™.

B24222800A0 Moving knife Select a proper washer for the maoving
knife and perform adjustment so that . i :
the moving knife blade engages with m— /
the needle hole guide by §.15 mm (0.005™) ﬁ 2 :

B2424280000 Counter knife Perform adjustment to provide a 0.1 {0.003") ® oo
to 0.15 mm ¢0.005") difference in level L 29 §
between the counter knife blade and =1 ° P
the needle hole guide. W Lg =

sg

B2426280000 HNeedle hole guide Replace this part if its needle hole has been scratched or grown -
bigger in diameter. Whenever installing a new needle hole guide,
check the height of the moving and counter knives.

B3112761000 Thread take-up spring

B2303280000 ‘Tension release pin

(2} Expendable parts to be replaced infrequently

Part No. Description Caution in installation
13563750 High-speed clutch disc Refer to 6. Disassembling/assembling procedures for replacement.
13504407 - Changing pulley '
13504709 Low-speed pulley
B1Z15280000 Stop-motion cam latch
Bi217280000 Stop-motion cam latch
driving spring
13520309 Changing pulley pressing Replace this part when the portion in contact with the ball has been
plate - depressed, scarcely providing no tilt.
13520408 Driving plate Replace this part when point A has worn out A
and the moving knife is allowed to move in ~a
low-speed operation, producing tapping
sound,
(G
13522206 Stop-motion regulating Whenever replacing the roller, the snap ring RC047061 1KP should
: cam roller be also replaced with a new one.
13523808 Clutch spring Refer to 6. Disassembling/assembling grocedures for replacement.

{3} Parts likely to be lost or damaged during repair

Part No. Description Caution in installation
B2549280000 Balls (seven) for feed Apply grease to these balls to prevent them from falling when .
bracket installing them.
S81060210TP Needle hole guide
setscrews (two)
B1253980000 Stop-motion ball Apply grease to the ball before installing it.
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10. PARTS FOR SUBCLASS MACHINES

(1} Paris for changing the number of stitches

Fix the start safety plate to the stop-motion frame

and the lifting unit.
When the belt-

0.5 mm (0.020"") lateral clearance and about 1.5mm {0.059™)
longitudinal ¢learance are provided between the start safety plate

so that about

Model No. of stitches Worm gear Worm Stop-motion regulating cam
28 13510904 13510805 13538301
LK-1852 14 13510904 13510805 13539002
LK-1853 36 13511100 13511001 13538400
LK-1854 42 13510409 13510300 13522008
21 13510409 13510300 13539200
{2) Special part and devices
Application Description Part No. Remarks
For lifting the work Foot-treadle type 1354595% *  How to install
clamp foot by 2 lifter (for P) I
pedals
For using two Belt cover for P 13546809 \\
pedals with a Stop-motion 13547500 .
machine table for tension spring Siot groove
attaching belt loops for P
Pedal shaft (asm) 13547658 ’
for P 13546601 ) .
. o '
Srart safety plate for P —_ O
1@ : ) /
x .
O\ Tol.
i I {0.059"
05 mm ¢
(0.020") /
N
o
(2

o ©

Lowering raller

O

tension spring

Hirnge screw hales

Start lever 13522503 Removing the pedal pressure decreasing unit,
loop pedal lever tension spring fit the slot in the lowering lever on the back of
{astn) is used with the lifter onto the lowering roller, and fix it
a belt-loop sewing using three setscrews.
machine
One-touch lateral One-touch lateral GAF010010A0
feed adjustment feed regulator

asm. {for F} )

Lifting by double- For double-pedal 13526058 How to install
pedal pedal pedal pressure
pressure decreasing unit
decreasing unit {for T}
Belt cover 13546309
Stop-motion 13547500

Lifting laver
returning spring . d
-
S
. @ - Lever for doubte-
Hinge 7,,..«@ pedal unit
screws

Fix a work clamp foot Yfting tever (Fig. 590,
using the two hinge screws, and lock the hexagonal
bolt with the nut. Replace the work ¢clamp foot
lifting lever returning spring.
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of pressure spring

For long needle Needle bar D1401L7VVGO
DPx17,Dix3) Needle b
ar thread
suide D1405L7 AMOO
. 7 ‘ }Fg’ipf_;}" D2101L7AMO00
For thick needic Shuttle D1818282NGO
(#19 or more) Shuttie race ring
(for #23 needle) D1817282N00
Needie hole guide
(without boss) B242628000B
¢2hole ]
Needle hole guide
(without boss) D2426 MMCKO0
Needle hole guide
{with boss} D2426 L7 AMQ0
@2.7 hole
For thick thread Thread take-up
spring D3112L4BB0D
Tension spring
No. 2 83129053000
Bobbin case B18289800AB For thread of more than 5
For making shuttle Large osciliating D1805MLBHOO
rotaticn angle rock shaft
greater (for sewing
canvas shoes)
For higher tension Spring 13519004
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11. TROUBLES AND CORRECTIVE MEASURES
Trouble Cause (1) Cause {2) Corrective measures
1. The machine stops in the idling area 11} The pressing plate has been positionad éf Correct the position of the pressing plate. {(Refer to Standard Adjustment (5).)
between low-speed and high-speed improperty. :
operation. (f[he rflachl.ne.staps at the | _{ 1-2) The starting lever is pulted down 2)-A The starting lever stopper has been Correct the position of the starting lever stopper. {Refer to Standard
secon.d or third stitch (idling area) excessively to the high-speed idling positioned improperly. Adjustment {6).)
after it is started. area
|1 31-3) The clearance between the clutch and Reduce the number of the adjusting shims. {Refer to Disassembling &
the puliey is too large. Assembling Procedures.)
~—! 1-43} The safety place has stuck. i—— HN-A e safety plate has stuck against the Correct the clearance betwsen the safety plate and the work clamp foot
pedal pressure decreasing unit, lifting lever. (Refer to Standard Adjustment (7})
4 1-5) The tension of the high-speed or { Correct the tension of the beit. (Refer to Standard Adjustment (21).}
low-speed belt is not high enough.
—+t 16} The stop-motion hook has been 6)—A An excessive clearance is provided —{ Correctly position the stop-motion hook. {Refer to Standard Adjustment (3).)
positioned improperly. between the siop-motion hock and
the stop-motion cam when the machine
runs at low speed.
—~| 1—73 The changing pulley slides unsmoothiy. J———{ 7)—A In want of grease }— Supply grease through the hole in the main shaft, (See “Parts to be filled
with grease™.)
——+ 1-—8) The idling arez is reached when the —' 8)-A The stop-motion timing is wrong. }—4! Correct the stop-motion timing. (Refer to Standard Adjustment (4).)
needle penetrates material.
‘— 1-9) The machine torque is abnormaily 9}-A The worm has no backlash. i—-i Provide the worm with a proper backlash. (Refer to Other Precautions (4).)
large. .
9)-B The crank rod has stuck. l—-r Move the oscillating rock shaft laterally to correct the sticking.
3)—C The feed cam roller sticks against the Replace the feed cam roller with a proper one. {Refer to Other Precautions
feed cam groove. (5).)
2. The machine does not run at high 2-1) The pressing plate has been positioned ![ Correctly position the pressing plate. (Refer to Standard Adjustment (5).)
speed. improperly. }
{Change between low-speed and
h}llgh'SPe;fi 15 cllwt made, and therefolre | _{ 2-2) The clearance between the clutch and Correct the position of the pressing plate and the starting lever stopper.
the .mac ine does not run at norma the puiley is not correct. (Refer to Standard Adjustment (5) and {6).)
sewing speed.)
_,! 2--3) The machine torgue is too large. } ]! Remove sticking of the main shaft, shuttle driver shaft, etc.
—E 2-4) Belt tension is not high enocugh. ] —il Correct belt tension. {Refer 1o Standard Adjustment (21).)
__,g 25} The ciuich slips. 53)—A The chitch has worn. l——- Increase or decrease the number of adjusting shims. (Refer to Disassembling
Procedures.) If this does not correct the trouble, replace the clutch.
L—E 5)-B The clutch has grease on its surface. i—————i Clean the ciutch surface,
3. The machine keeps on running and 3-1) The stop-motion lever has stuck. i g Supply grease to the stop-motion lever.
does not stop in continuous sewing.
3--2} The pressing plate has worn or is in ! Replace the pressing plate or apply grease to the pressing plate.
want of grease.
4, The clutch gets hot. S 4-1) tfhe pressing plate has been positioned Correctly position the pressing plate.
{The clutch gets hot during idling.} impropezly. {Refer to Standard Adjustment {53.)
4--1) The high-speed pressing plate has'worn E Replace the pressing plate.
out.
4-3} The clearance between the hightspeed Increase the number of the adjusting shims. {Refer to Disassembling &
and low-speed tapered clutches is less Assembling Procedures.)
thar 0.7 mm (0.028")
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Trouble

Cause {1)

Cause (2)

Corrective measures

4-4) The clearance at the high-speed flat

clatch is much smaller than 0.2 mm

5. Abnormal sound is heard.

6. The stop motion is not engage.
{The machine stops without entering
the stop motion.}

i___

The inner ring of the high-speed
bearing is in want of grease.

Decrease the number of the adjusting shims. (Refer to Disassembling &
Assembling Procedures.)

The bearing has worn out or
scratched.

Apply grease to the inner ring.

The machine torque is large.

6--2)

The stop-motion is too early, and the

stop-motion is engaged one stitch earlier.
Or the stop motion is engaged before the
stop-motion cam screw No. 1 is reached.

Replace the bearing. (Refer to Disassembling & Assembling Procedures.}

1)—A. The worm has no back-lash

Provide the worm with a proper back-lach. (Refer to Other Precautions (4).)

1)-B Excessive torgue due to maladjustment

of the parts.

Check each part for proper adjusiment to eliminate such excessive torque,

7. The stop motion is engaged during
high-speed operation.

6-3) The high needle penetration resistance
in sewing heavy-weight material causes
the machine to stop before the correct
stop-motion point is reached.

Correct the stop-mioticn timing, (Refer to Standard Adjustment (4).)

The changing pulley deflects much.

- ditto —

The stop-motion timing is too late.

Replace the part. i

The high-speed clutch has grease on
its surface.

Cosrect the stop-motion timing. (Refer to Standard Adjustment {4).}

8. The work clamp foot will not go up.
{The work clamp foot will not rise
even though the motor runs,)

The pressing plate has been positioned
improperly.

Clean the clutch surface. ‘
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8—-1) The belt slips,

Correct the position of the pressing plate. (Refer to Standard Adjustment
{3).}

S

1)—-A The tension of the low-speed belt is not

Correct the belt tension. (Refer to Standard Adjustment (21).)

—i 8-2) The safety plate'sticks.

v

8-3) Failure with the pedal pressure

decreasing unit.

;—4“-§ 84} Stop motion failure.

high enough.
1)-B The height of the work clamp foot is Correct the height of the work clamp foot. (Refer to Standard Adjustment
wrong. (9).)
nH-C The work clamp foot comes in contact ——-g Correct the position of the wiper. (Refer to Standard Adjustment (10).)
with the wiper.
Correct the clearance between the safety plate and the work clamp foot
lifting lever. {(Refer to Standard Adjustment (7))
3)~A The reverse rotalion preventing latch Coirect the length of the clutch spring or the ecceniric shaft, o1 replace the
does not engage with the pressure clutch spring. (Refer to Disassemnbling & Assembling Procedures.}
decreasing clutch latch sroperly.
3)~B The stopper screw of the pressure Correctly adjust the stopper screw. (Refer to Disassembling & Assembling

decreasing unit frame has been
adjusting improperly.

Procedures.)

The clutch spring has worn out.

Replace the clutch spring. {Refer to Disassembling & Assembling Procedures.)

The nput shaft hag worn cut.

Replacs the input shaft, {Refer to Disassembling & Assembling Procedures.}

Ll

See Troubie 6.




Trouble

Cause (1)

Cause (2)

Corrective measures

| 8—5) The starting lever {ails to return

to its home position at the time
of stop motion,

5-A Stickirig of the stop-motion regulating
are.

Remove the axial sticking. {See Standard Adjustment 3.)

5)—B The belt-loop attaching pedal lever is
unsmooth.

Replace the starting lever tension spring with the starting lever tension spring
B. (See 10—(2))

Remave the friction between the starting pedal shaft and the pedal shaft
bearing.

5)-C The pressure required to operate the
fockstitch pedal is too high,

Change the position of the starting lever tension spring hook.
i

= A

= C{’

SN

O

* ook the starting lever tension spring onto A.

—r Replace the starting lever tension spring with the starting lever tension spring B. ]

9. The work clamp foot will not go down. 9--1) The safety plate sticks. l Correct the clearance between the safety plate and the work clamp foot
(The work clamp foot will not descend lifting lever. (Refer to Standard Adjustment (7).)
even though the motor runs.)
6-.2) The tension release bar hits other part. }—— 2)—A The tension release bar hits the face —-——I Correctly adjust the tension release bar. (Refer to Standard Adjustment (11).) J
plate.
10. The starting lever will not move even Jl 10—1) The stop-motion regulating arm sticks. }— { Remove the axial sticking. (Refer to Standard Adjustment (3).) J
when the pedal is depressed. .
' || 10-2)The work clamp foot comes down, 2)—A The safety plate has bzen adjusted Correct the clearance between the safety plate and the work clamp foot
but the pedal cannot be depressed improperly. lifting lever. (Refer to Standard Adjustment (7).)
to the machine starting position.
2)-B The starting lever stopper has been Properly adjust the starting lever stopper. (Refer to Standard Adjustment
adjusted improperly. (6).)
10-3) The starting lever stopper has been Correctly adjust the starting lever stopper. (Refer to Standard Adjustment
maladjusted. 6).)
11. Abnormal sound {chattering} is heard 11~1) The clutch spring is wearing out %_ Supply grease to the clutch spring. J
grom the pedal pressure decreasing {chattering). :
unit.
—‘ 11-2) The clutch spring slips.. {chattering} l——! 2)—A The clutch spring has worn out. }———! Replace the clutch spring. (Refer to Disassembling & Assermbling Procedures.) l
L 11-3)The reverse rotation preventing latch ———i 3)—A The ciutch spring has worn out. Replace the clutch spring. (Refer to Disassembling & Assembling Procedures.} J
engages with the pressure decreasing ]
N lateh § ;
vh}zltch “,thh improperly. Correct the eccentric shaft or the tength of the clutch spring.
{chattering} {Refer to Disassembling & Assembling Procedures.}
—a 11—4) The ball bearing has scratches. i if Replace the bearing. i
12. The thread slips off the needle. E 12—1) Stitch skipping at the first stitch. : 19— A The timing between the needle and Correct the timing and the clearance beiween them, (Refer to Standard

{The thread slips off the needle st
the first, second or third stitch
before any . stitch is formed.)

the shuttle is wrong.

Adjustment (13).)

Loe

The feed timing is wrong.

J——r Correct the timing of the feed cam, (Refer to Standard Adjustment (2).)

12—2) The thread remaining on the needle
iz not long encugh,

2)—A The tension controller No. 1 has been
agjusted improperly.

Correct the tension of the tension controller Na. 1. (Refer to Standard:
Adjustment {19}.)

The tension release bar has been
maladjusted.

Correctly adjust the tension release bar. {(Refer to Standard Adjustment
(11)3

The stroke of the thread take-up
spring has been maladjusted.

Correct the stroke of the thread take-up spring. (Refer to Standard
Adjustment (20).)
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Trouble

13. Needle breakage

-

14. Stitch skipping |

15. Thread breakage !

81—

¥

Cause (1) Cause (2) Corrective measures
|} 2)-D The difference in level between the Correct the height of the moving knife and the counter knife. (Refer 1o
counter knife and the moving knife Standard Adjustment (17).)
is not correct.
12—-3)The bobbin thread is not long 3)-A ﬂw difference in level between the Correct the height of the moving knife and the counter knife. {Refer to
enough. counter knife and the moving knife Standard Adjustment {17).)
is not corzrect.
2)~B The shuitle race spring has scratches. H Remove the scratches. !
3)-C The bobbin thread tension is too —{ Cortect the bobbin thread tension.
high. -
124} The bobbin thread protrudes due to Replace the bobbin case and the bobbin with those exclusively used for
racing of the bobbin, LK-1850.
13-1) The clearance between the shuttle Correct the clearance between the needie and the shuttie driver.
driver needle guard and the needle {Refer to Standard Adjustment (13).)
is not correct. )
4{ 13-2) The feed timing is not correet. } { Correct the feed cam timing. {Refer to Standard Adjustment (2).)
——i 13-3) The needle hole guide has scratches. E— —g Remove the scratches, or replace the needle hole guide,
13-—4) The needle hits the work clamp Correct the position of the work clamp foot. {Refer to Standard Adjustment
- foot. (8).)
L '13-5) The needle hits the moving knife. | [ Properly position the moving knife. (Refer to Standard Adjustment (16).)
14-1) The timing between the needle and Correct the timing and clearance between them. (Refer to Standard
the shuttle is wrong. Adjustment {13}.)
142} The needle is bent or has been E Replace or properly attach the needle. J
attached improperly, or the needle
point is blunt, )
——{ 14 -3} The feed timing is not correct. } ; Correct the feed cam timing. (Refer to Standard Adjustment (2).)
14—4) The clearance beiween the shuitle Correct the clearance between the needie and the shuttle driver.
driver needle guard and the needle {Refer to Standard Adjustment (13).)
is not correct.
15-1) Scratches on the shuttle. 1)-A Scratch on point A (due to needle Smooth out the shuttle point with an oil sfone, then burnish using a blue
striking the shuttle)} polishing sand bar or the like. Correct the clearance between the needle and
the shuttie. (Kefer to Standard Adjustment (13).)
|} 1)-B Scratch on point B {produced when Smooth it out with an oil stone, then burnish using a blue polishing sand bar
the needle bends or breaks) or the like.
| ] 13>-C Scratch on point C (The shuttle has Smooth it out with an oil stone, then burnish using a biue poiishing sand bar
been scratched at the needle when or the like.
removed.}
—% 1}~D Se¢ratch on point D b—— Smooth it out with an oil stone, then burnish using a blue polishing sand bar
or the iike.




Trouble

Cause (1)

Cause (2)

Corrective measures

1 15-2)

The thread bites info the shuttle.

2)—A The shuttie race spring has been

Correct the position of the shuttle tace spring. (Refer to Standard Adjustment

J
positioned improperly. 1))
2)—B The shuttle blade point A has been
rounded, X A ————l Replace the shuttle, J
T e ()
2} The shutile race has positioned Correct the position uof the shuttle race. (Refer io Standard Adjustment
improperly. {1333
o - : 1
L3 2)_D The needle thread tension is not high ———! Correct the needle thread tension. |
enough,
—I 15-3) The shuttle driver has scratches. ! { Remove the scratches.
| 1 15-4) The clearance between the shuttle Correct the clearance beiween the shuttle driver and the shuttle.
driver and the shuttle is not correct, (Refer to Standard Adjustment (13).)
r——-{ 15-5) The needle hole guide has scratches. % ! Remove the scratches, or replace the needle hole guide.
— 15-6) The needle has scratches, or has been i Replace or properly attach the needle.
bent or attached improperly,
t— 15-7) The work clamp foot has been ! Properly position the work clamp foot. (Refer to Standard Adjustment (8}.} l
positioned improperly.
— 15—-8) The stroke of the thread take-up has 8)—A The stroke of the thread take-up ——! Correct the stroke. (Refer to Standard Adjustment (20).) J
been maladjusted. spring is too large. -
8)—B The teasion of the thread take-up Correct the tension of the thread take-up spring. (Refer to Standard
spring is too high. Adjustment (20).)
—l 15-9) The needle thread tension is too high. } ! Correct the needle thread tension. J
—-l_ 15-10) The shuttie does not rotate properly. 10)—A There are fibrous wastes on the shuttle 4[ Remeve the shuttle, and remove the fibrous wastes.
: race racing surface.
10)-B Poor lubrication } ; Lubricate the shutile assembly,
16. Thread breaks at time of thread 16-1) The tension release timing is not 1Y—A Thread is trimmed before thread 4{ Correctly adjust the tension release bar. (Refer to Standard Adjustment (11}.) ]
trimming. correct. tension is released.
(normal thread trimming is not done
at the last StltC.h, and 61&‘1“ needle —! 16—2) The moving knife has scratches, ! Using a blue polishing sand bat or the like, burnish the moving knife with
thread or bobbin thread is cut.) attention paid to the blade
—i 16 -3} The shuttle race spring has scratches. ! ; Remove the scratches.
| | 16-4) The height of the counter knife is not 4)--A The thread is cut by the projection of Correct the height of the moving and counter knives. (Refer to Standard
cotrect. the moving knife befere it 1s trimmed Adjustment {17)) :
by the moving knife.
] 16—5) The thread path of the bottom 5y—A The thread is cut by the needle hole Smooth out the thread path using a blue polishing sand bar or the like, or
surface of the needle hole guide guide. replace the needle hole goide.
is ngt smooth,
. 16—6) The thread spreading timing of the Properiy position the auxiliary knife driving cam and the moving knife.
moving knife is bad, (Refer to Standard Adjustment (13) and {16).}
- ——% 16--7} The needle thread tension is too high. j g Correct the needle thread tension,
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Trouble

17. Thread trimming faiture (The needie
thread or bobbin thread is not
trimmed, or the needle thread is
trimmed extremely long or short
upon completion of bartacking.}

Cause (1) Cause (2) Corrective measures
! 17-1) The knives are blunt. ; 13}—A The moving knife or the counter knife #i Replace the moving knife or counter knife.

have worn out.

| i 1)~-B The moving knife does not engage with Correct the height of the moving and counter knives. (Refer to Standard
the counter kaife properiy. Adjustment (17).)

__} 13—C The moving knife has ag improper The backlash should be 0.05 (0.001) to 0.1 mm (0.003") at the end of the
vertical backlash. moving knife. Replace the hinge screw or the moving knife.

] 1)-D The tilt of the counter knife is not Correct the tilt of the biade point of the counter knife. (Refer to Standard
correct, Adjustment (38).)

| | 17-2) Fibrous wastes remain in the cylinder 2)-A The portien A of the moving knife has Burnish the moving knife using a blue polishing sand bar or the like with care
arm cap. z burr. {Thread is trimmed in improper taken to the blade, or replace the maving knife.

shape ),
and thread
waste
remains,)

1 2)-B The shuttie race spring has a scratch. —E Remove the scratch.
(Thread is trimmed in improper
shape , and thread waste
remains).

— 17-3) The moving knife does not spread the 3)—A The moving knife has been positioned Correctly position the moving knife. (Refer to Standard Adjustment (16).}
threads. improperly.

The moving knife has a wrong path.

Replace the movmg knife or the throat plate. {Refer to Standard Adjustment
(16}

18. Inferior stitch tightness

with each other as iliustrated below.

L AR Y

-—i 3)-C Stop-moticen fajlure. } Refer to 5 of Troubles and Corrective Measures. !
|| 3)-D The shuttle race spring has been Correct the position of the shuttle race spring. (Refer to Standard Adjustment
positioned improperly. (12).)
»—I 17-4) The last stitch is skipped. ! 4)— A The timing between the needle and Correct the timing and clearance between the needle and the shutite, -
the shuttle is bad. {Refer to Standard Adjustment (13).)
E 18-1) The feed timing is bad. E ir Correct the feed cam timing. (Refer to Standard Adjustment {2}.)
Y
+— 18—2} The tension controltler No. 2 has been 2}—A The needle thread tension is not high —{ Increase the fension, [
maladjusted. enough.
] 18-3) The tension controiler No. 2 is E Correctly install the tension controller No. 2 E
released.
o
L1 18—-4) The needle thread stitches intersect I Orient the needle to the left by 5 to 10 degree.
[}

19. Stitching failure in bartacking with
a.synthetic thread

— 53 —

| 19-1)

Replace the motor pulley with one for synthetic thread. i

Thread breaks due to heat generated. j——i——% 13}—A The sewing speed 1s too high.

o

Thréad is split finely. !

L {19 3)

The starting stitch is loose.

—

i—‘i 3)—A The feed timing is bad. I‘r

L—i 1}-B The needle is too thick.

At 3-a

The thread paths aie not smooth.

Replace it with a thinner needle or SUPER needle for synthetic thread.

. 1
Use silicone lubricant. !

Burnish the thread path of each part using a biue polishing sand bar or the
like.

Correct the feed cam timing. (Refer to Standard Adjustment (2).)
{Adjust it to 10 mm (25/64"") or s0.)
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For Sewing Machine for Attaching Belt Loops Teble part No. 13645207
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