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START ON

1z

2.

Fill oil cup A, be sure oil goes into smooth, if not, remove
obstruction.

Push in E and turn the machine by hand for a few
revolutions to make sure the oil is spread over contact
surfaces.

. The sharpener must be always up in locked position when

starting.

BE CAREFUL

a.
b.

Keep the machine in warm place in cold weather.
Repeat short on & off before permitting the machine to
run continuously for preventing excessive friction between
contact surfaces.

Do not use too much oil. Do not use sewing machine oil.
Use KM oil or a least good grade of No. 30 motor oil.

. In case your cutter is of DUAL SPEED TYPE, please take

care of the following two points:

(1) Be sure to select the switch to the upper high speed
(HI) in starting, and then, when full revolution has
been attained, to the lower speed (LO).

The switch is put off by selecting the intermediate OFF.

(2) The continuous operation at low speed (LO) should
be no more than 30 minutes. DO NOT OPERATE FOR
MORE THAN 30 MINUTES.

LUBRICATION

EVERY 2 HOURS

DAILY ONCE A WEEK

ONCE A MONTH

1. Fill oil tank A One drop oil to:
(no need to oil 1. Tubes- | & J
at connecting rod 2. Turn Knob-E
bearing) 3. Pulley Shaft-C

4. Belt Pulleys-B
| |

Remove D plug and
insert KM grease
tube. Give a pea-
size amount to the
opening.

SHAPENER OPERATION

1.
2,

3

Put the machine away from piles of material.
Drop pressure foot by lever located next to operating
handle

Press lever G downward firm but not too quick.

BE CAREFUL

a.
b.

Do not operate sharpener without knife in machine.
Do not operate sharpener with cutting material laid in
machine.

c. Do not shut off motor while sharpener is in motion.
d.

If lever G is locked in halfway by too quick operation, lift
lever H to unlock and start again.

CARE

I

AW

Blow lint out of motor and sharpener by blower or
something alike twice a week.

Lint around screw mechanism of sharpener inside cover
K must be cleaned once a week.

. Clean the knife slide by slot cleaner once a day.

Remove lint from rollers in base plate. To prevent undue
ansiirmiilatinm aF lint Aas et il rlatae eallare 1F rallare etiele

Vor Inbetriebnahme beachten

g

Ol in Oleinfullstutzen A fiillen, dabei darauf achten, dass das Ol
ziigig von der Maschine aufgenommen wird, wenn nicht, liegt
eine Verstopfung vor, die beseitigt werden muss.

. Knopf E dricken und manuell einige Umdrehungen vollziehen.

Damit wird eine gleichmassige Olverteilung vorgenommen.
Die Messerscharfeinrichtung muss vor dem 5Start immer oben
stehen.

Achtung!

d.

b.

Bei kalter Witterung ist die Maschine and einem wéarmeren Platz
zu lagern.

Vor einem Dauerbetrieb empfiehit sich ein mehrmaliges Ein- und
Ausschalten des Stoffzuschneiders. Damit wird eine Ubermassige
Reibung der beweglichen Teile vermieden,

Vergewissem Verwenden Sie KM-O| oder zumindest SAE 30
Motor Ol.

. Beim Gerat mit zwei Geschwindigkeitsstufen beachten Sie bitte

die folgenden zwei Punkte:

(1) Immer beim Starten den oberen Schnellbetrieb (Hl)
auswahlen, und erst nachdem das Gerat auf vollen Touren
zu laufen kommt, auf den unteren Langsambetrieb (LO)
umschalten.

Im zwischenliegenden OFF schaltet die Maschine den Strom
- aus.

(2) Die Betriebsdauer im Langsambetrieb darf 30 Minuten nicht
lberschreiten. Bitte das Gerdt mehr als 30 Minuten nicht
laufen lassen!

Schmierung

alle 2 Std. tagl.

1 x pro Wache 1 % im Monat

Ol in Oleinfulistutzen A ie ein Tropfen in: Stopsel D entfernen

fillen. {Kurbelwellen- 1. Réhrchen | + J und KM-Schmierfett

lager brauchen nicht ge 2. Knopf E einpressen.

schmiert zu werden) 3. Riemenscheiben- Die Scharniere nicht
welle C vergessenl

4. Riemenscheiben B

Messerscharfen

1

2.

3.

Maschine muss frei stehen. (zu schneidendes Material weg-
nehmen)

Drickerfuss herunterlassen durch Bedienung des Hebels nahe
Handfriff

Hebel G fest aber nicht zu schnell herunterdrucken.

Achtung!

a.
b.

C.
d.

Niemals Messerscharfer ohne Messer in der Maschine benutzen!
Niemals Messerscharfer mit Material in der Maschine in Betrieb
nehmen!

Nicht den Motor wahrend des Messerscharfens abstellen!
Sollte Hebel G durch zu hastiges Betatigen in halber Stellung
blockiert sein, Hebel H leicht anheben und neu starten.

Wartung

1.

2

3.

Blasen Sie Staub und Fremdkdrper wenigstens 2 x pro Woche
aus dem Messer-scharfer und Motor mittels Geblase.

Fusseln innerhalb des Scharfermechanismus hinter Abdeckung
K sollten wenigstens 1 x wochentlich entfernt werden.
Reinigen Sie taglich nach Gebrauch die Messerfuhrung mit einem
Tuch o0.a.

Entfernen Sie Fusseln oder Staub von den Rollen in der
Grundplatte. Um eine Uberélung zu verhindern, -nicht die
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U-1 - Capacitor-Stator e /;'_—_t b il

u-2 Carrfing”i-tandle Screws *EFIE A 2

U--'.'i_ 0 Rotor Fan E]—_."i'_—.???l-f _

Uu-4 Rotor with Shaft C— 4 —

I]:.'.i Cut-Out Switch to Beari;'lg Screw g 8 Bl B e, B

_lj-;ﬁ Dust Cap Screw :h’ﬁ:.#—:h;‘_i'—ﬂ;;t - G
IJ-?'_ il Rear Baarin;Hnusing EhHIN— o
uU-8 Dust Cap - :;;;'{j-._.j]ﬁ-_

u-9 Turning Knob g y—

U-iﬂ Cut-Out Switch wa B s |"~ .
U-10P Insulated Plate ﬁ@}é}f“p— k-

U-10C  Insulated Cover I &5 kB

U-10C5 Set Screw for Insulated Cover 89 hhIN—1E AR
U-12 Automatic Cut-Out T

U-14 Front to F_Ie_ar Bearing Screw_ - F—S—Hh/IN—k A F
U-15 i Carrying Handle *HFE -
U-16 | Capa.c‘rtnr_bnuar A FrH—hiv— _
u-17 Screw for Capacitor Cover QLT —hN— kAR Y
U-18 - Capacitor 5K 70 _,,f_—},fﬂ-— -
U-18P  Paper (43 407 N

U-20  Switch 24 5 F _
U-21 Clutch Spring - S — 2T G

U-22 | Retaining Ring 7".—_Ij_—-1]:,>{ﬁ”

U-23 a H.l-aar Ball E;E;ing AT L TR201 =

U-24 Rear Ball Bearing Spring Washer NI —J] virv—

U-25 Clutch Nut HISF1F X F vk (58)

U-26 Shaft Lock Nut HixFIE A+ v b (E)

U-57 Front Ball Bearing Retainer Screw ETJ:']H—HTU}??;'&; 7{':'
u-64 Front Ball Bearing N 5 (6201)

U-65 Front Ball Bearing Retainer  BiH/A—~X7 V2 574




Uu-13 " Front to Iiear Bearing. l"h;t %—;;—?}'ﬁfﬂ'—iﬂj‘g k-

FRONT COVER MECHANISM U-27 " Crank _ 52

U-28 Crank Ball Bearing NT ) 76201
s o | T Ao U-29 Crank Ball Bearing Lock Nut RS ARFYSH TR
U-30  Screw for Brg Shaft TS A kAR
U-31  Shaft for Ball Bearing NF LA -
U-32 0il Pad Holder | S8 ()
El-33 OQil Cup 71L 1IH 7’_
: U-34 Qil Tube for Wrist Pin(Copper) SAF 11— 7 o
U-35 0il Tube for Wrist Pin tAFa—7 -
i..l-&ﬁ Connecting Rod f_? g7 A 3 B ,J -
U-37 Shakeproof Washer F B f?_ll‘ﬁ’? o S A= - R
| h'-~=1 Lo U-83 U-38 Cnnnécting Rod Clamp Screw 7771+
Uit e ?hli Y I. g i U-39 Wrist Pin JARE> . : _
il sl 1SR e U-40  Wrist Pin Plug YR PESHEXFY
,xﬁaj%:w : r'-q-:f_]“}r' N \%‘ Uu-41 Knife Lock Washer ®id T oy —
kl‘## I‘#ﬂ::_*”I R - U-42 Nuts for Guide Screw ZASJLEREIF v b -
- .'.-:-;CLE;E;{;#: I U-4§ _ Guide Washer T A ﬁJbEﬁﬁﬁ? R _ )
o U-30 _-.. U-44 Connecting Rod Washer ) £F F 2 F [ opobs Ty e _
) 11 g ud u—z?ﬁ_{.} = _— U-45 Guide Adjusting Screw A ZIEEER & ¥ -
= NN EBR Yo ) U-46 Guide Adjusting Nut A2 IVEERE
ﬁ .. '@ | u-47 Guide Lock Screw EA IR
=2\ | U-48  R.H.Guide 54 K x&2IL(H)
u-49 L.H.Guide H1 K2 ZI(E) -
U-50  Cross Head | O AY K NN
U-51  Knife Lock Bolt AZ AR il
_IJ-Si Terminal Block Screw C A—3FILE AR ‘Z—*:Ji‘:'i—
U-53 | Ground Cliip_Screw — 2 FIINEARTE R -
U-54 : Set Screw - a7 :I_. — ?'Jj:ﬁ r 27 N
E—SS ant-Bearing Hr:uu';_*.ing /N — “ -
EI-EB Oil Pad Holder Sciaw ST (28 ) LB A :f'.#'—
‘ u-59 Guide Hold Down S-EI'EW _ HA FAZIE AR

U-61L Stud Lower L.H.Mountaing(L) m7 2 TFIEAFRT(E)
U-61R  Stud Lower L.H.Mountaing(R) E7 2 TFIEAF2(H)

L-42 U-59 U-49

U-66 Ground Clip A—3FNT 9T

U-69 3 Attachment Plug(Complete) ;"?‘Eﬂ?'f? 7 e
iJ-?ﬂ TE.-_rrninaI Block(Complete) — i ?'Ei-t: 7

Uu-71 Terminal Sleeve EAEER :

U-72  Terminal Contact with Pin.  %—3+/I4E -
U-73 Dpa_rating Handle | R i | ?‘_ﬂ S F“JL

U-75  Switch Cover Screw BiHIS—TL— bk AXY

U-76 Switch Cover KihiS—=F L — h
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U-63

u-77s

Standard-to-Bearing Screw

FAEFIEXS D

Plate Wing

U-27%
u-80C

Plate

A~y s

o bk

Roller

U-80R

Rubber

e e

O—S—3d4LT7 v irg i

u-81

u-82

Hinge Pin Short

LT T

Hinge Pin Clamp Screw

U-83

Plate Wing Tension Spring

Aoy h Bk A 5

f“{“;__l*-ITfU g

u-84

Knife Slide Screw

A7 FIEA R

U-85

Standard

Uu-86

Knife Slide

AR B

+LTXS1K

Uu-87

Uu-88

Screw for Thf::at i’lata

AZO—FFL—FkilExX 2

Throat Plate

A — e T

U-90S

Plate Screw

U-90N
u-191

Plate Nut

AL KF2Y

Z?}FT$¥T9F

Knife

17




U=-96 Screw -f:ur Latch BILA — AR
SHARPENER HOUSING MECHANISM ~  wor oo co
U-98 Cam Shaft Spring Screw hILZTY LTIk A *

R — U-99 Pres ;uut Lock Bracket Screw A#EH/IN—1EAZT
U-109 Spring for Pressure Foot Lock WAL —FAT) T
U-110 Spring for Latch KN A—ATY T
U-111 Cam Spring ALRTY Y
u-112 Pressure Foot Rod 2 -

U-113 _ 5;rew for Pressure Foot Shoe THIEA LAY

U-114 Pressure Foot Lever ) ) _“? L — % LI Vv—

U-115 Pressure Foot Lever Screw JL—FLN—=k X %Y
Uu-116 Spring for Pressure Foot Lever J L —FL /=717
U=TY7 Get Scrow: for Eam AL E XSS i
U-118C cam T h L

L_l:l 1BL Release Lever /Y — :

U-118S Screw for Cam HLEAFS

U-1195 Lock Screw for Release Leve_r_ PHEE L /S —1F A 2 3/
U-119SW Spring Washer HELN—ZXTULT Ty v—
U-119W Washer PHEELIN—"T7 < 2 —
u-120 Luck{unlﬂPr;szr& Foot AL —F

U-1218 Scein toi Piea Ft Lock WMABTL—F1bx2Y
U-T2TN Nut for Pres Ft Lock HaETL—F1E A+ |“_
U-122 __--I;"r;&s;r;a Foot Lock Bracket WHAEL/ A —

U-123  Slide for Pressure Foot Rod ks -
U-124 Latch for Cam FILF—

U-125 Pressure Foot Shoe bbb




U-56 Sharpener Hold Down Screw E_j_#'giij 23

SHARPENER HOUSING MECHANISM | vreo iower coismammme s riss b1
Hold down Nut _
EEREREERS - i e o U-62  Stud, Guide Rod Bracket m72FIEXF v b(A)
Uu-92 Cap for Tube IR S e guiny F
u-93 Driving Shaft s
Uu-94 Hight antT Left Hand Follower INA T :
U-1008 Screw fn;_&nver[E}_ 2—Likibk# 23 F
U-T100L Screw for Cnver[L}- _ :?:-—;tﬁﬂ:ﬁiiﬁ'l?
U-101 Cover Over Cam :}-_—:-L,,:[E
U-126 Spring for Bell Crank ErEZ T LY
u-127 Sharpener Housing ) &4
U-128 Bottom Plate Screw m7 28 ARY :
U-129  Bottom Plate | BT AE
U-130 Oil Pad & Holder BT (%)
u-131 Screw for Oil Pad AT (K) Lk A -%i—:_ .
il- 1.32_ Bell Crank With Pin & Bushing 7 —1) —5'"3'}5 N
Uu-133 Screw for Cover . F—=1=HhiN—1f A 2
u-134 Cover for Driver j_J-'”— o 1% — -
U-139  Push Rod = L &
U-140  Roll Pin for Push Rod a=ney
U-141 Driver Shaft With Gear 4EX u— :
U-142 Screw for Spreader Pin féﬂ:ﬁgﬁ:; = £
U-143 Spreader Pin = i+ A |
U-144 Gear & Shaft o Bl
l:l-'If-I-S Bearing for Gear 11?__.—.#-1'—:— 1) 3o 4
U-146  Rubber Driver & Driver Pulley ©“L &> 7—1)—
U-148 Spur Gear 5+ 6BA+—
U-I_i-? | Ba_llmEearing for Crank T 608 _
U-150  Retaining Ring A
U-151 Thrust Washer for Spiral Geatr 3%5;_ij A —
U-152 Lock Nut for Crank Shaft 2EXr—Y 7 hFy b
Uu-153 Shaft for Crank 'é%q-."ﬁ_p? - B
| - U-154  Washer for Crank Shaft 2EX -V v T NIy -
o A - U-155  Lock Nut for Ball Bearing T S ENTY LT
E’ii-%ﬁw1 U-156 Idler Gear with Bushing _ 25% e
=1 Hf"" U-157  LH.Spiral Gear with Key ~  38¥ -




LOWER GEAR BRACKET MECHANISM

U-108

Stop Nu; for Screw Shaft

AREN S v At b
By 78y MA)

A w7 by b (&)

ﬂ-|35 Right Hand Follower Nut

U-136 R.H.Square Shaft B v 7 b
U-137 Left Hand Follower Nut :

U-138 LHSquare Shaft B v 7 b(E)

U-I:!.B_w L.H.Square :‘Shaft Washer_

p:: R FE'?‘;—"L"\"—-
ﬁﬁ%ﬁ“ﬂ:ﬁ w

R?kFﬁi&ﬁ$§_

BEAL RO=S—F X R

i- 1_53 Screw for Gear Cover

EI-'I&D' Grease Plug _ i, T
U-161 Screw for Stabilizer

U-'lﬁi_ Lower Gear- Bracket Nk A
U-163 Screw f{;r Slide Fl_.I“E"f

U-164 Lower Gear Bracket Gear Cover FREES

—~U=177

EFTHETY =

AFRMNTYLY

U-102 Collar for Lower Screw S_haft
U-103  Thrust Ball Bearing
U-104 Nut for Screw Shaft LH.& R.H.

U-105 Washer for Screw Shaft L._H.

LTS E(E B

EF®AA KTy 2=

Screw Shaft With-_Extansiun
Spacer Tube

£ |
LETWME T » b

U-165N Adjusting Nut

~IL NETEEIT b

U-165S Adjusting Screw

~ ) hﬂ%ﬁﬁﬁ#}“ﬁ'

U-166 Gear on Screw Shaft 95+% v —

u-1 67 Intermediate Gear : 8 F;:i'-’ 4 — ¥
U-!ﬁﬂ Bush-i;g for shoe AL N ATy ; o —

U-169 R.H.Shoe AL MR AU ;
U-170 LH.Shoe A MBAE (X) s
u-171 Set Screw for Sharpen;er Shoe A HHR ZEREN R -
G-IT: Stabilizer - 3 2L Kz |

U-173 Guide Back of Standard 242 FER

U-174 Washer for Guide Back AL RERIEAT Y S 0—
U-175 Screw for Guide Back 248> FERLEA S
U-176 LHSlide with Pulley AL NER(E)

U-177 R.H.Slide with Pulley AL RER ()

U-178 _NEDPTEHE Eanﬂm ) ~ Jb Hﬁ—i_r-— 0 L85 )
El?i Front Fulley_ for Belts ~AJhO—Z —Hhi -
U-180 Roll Pin for Pulley o—ue>

Uu-181 Spring for Pulley Slide ~NJv RERER A T T
U-Iﬂi-  Screw for Clan:lping Arm '7-::'}7”-,[]-_;i$€;

U-183 5 Clamping Arm for Shoe ~ b b?ﬁii?-}':ﬁ?"_ N
U-184 Nut for Shar-paner Shoe Screw ﬂ:’JL PR A AT -;,;_h -
U-185 Screw for Sharpener Shoe UL RBAIEX 2

U-186 _ R.H.Sharpener _Shue Spring NILE#EzZATY lf‘?"[:ﬁ:l =
U-187 L.H.Sharpener Shoe Spring NIVRBZZR T T (E)
U-188  Spring for Arm BEsFRT U
EI- 189 Ahrasiw; Belts : hREE AL B
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U-191

Li=-194

=

Y

\

ey Ko R S e E e B T e
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U-195

U-189

U-189

Abrasive Belts

FREEA~ LR

u-190

Electric Corde Complete

e i e

u-191

Knife
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Uu-194

Knife Bolt Wrench

Ry T RARINF—

Uu-195

Screw Driver

K5 /3—

U-198

Bearing Grease

F1) R

u-199

Oiler

T4

—

KM BEITS
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